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2317 Dia
design simon schmitz

Two powerful LEDs can be switched to function as a direct or indirect
spotlight or both. 
The lamp body, which seems to float in the air, is connected to the base
by two thin coloured power cables. 
Structure made of glass and painted aluminium. 
Plug-in driver.

family:  Dia

Designers:  Simon Schmitz

Utilization:  indoor

Typology:  floor lamps

Certifications: 

Market:  This item is available in the

following countries:

EUROPE

Body Color: 

Diffuser Color:  transpar
ent

Body Materials:  aluminium

Diffuser Materials:  glass

Dimensions Light Source

Width:  -

Height:  183 cm

Length:  -

Depth:  -

Diameter:  29 cm

Hole Diameter:  -

Hole Depth:  -

Net weight:  9 Kg

Watt:  9W

Lumen:  1060 lm

Light Source:  led

CRI:  >80

duration:  50000

CCT:  2700K

Energy degree:  E

Watt:  9W

Lumen:  1060 lm

Light Source:  led

CRI:  >80

duration:  50000

CCT:  2700K

Energy degree:  E

Device Specifications
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Type of emission:  direct/indirect

Power:  -

Light output:  -

Beam angle:  -

Power cable length:  -

Steel cable length:  -

Glow Wire Test:  -

Impact Resistance:  -

Driver:  -

Power supply assembly:  -

Power supply:  -

Type of dimming:  -

Voltage:  -
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  drawings and photometrics

technical drawing

Dimensions

Width: -

Height: 183 cm

Length: -

Depth: -

Diameter: 29 cm

Hole Diameter: -

Hole Depth: -

Net weight: 9 Kg
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