
R E F E R E N C E

NT-ZG-BR

Zapa Ground
Ground spot, raw brass.
F I N I S H Brass, patina over time

IP67
O U T D O O R ,  W E A T H E R P R O O F

25° / 40°
T W O  B E A M  A N G L E S

150-230 lm
1  W  O R  1 . 5  W

170 g
R A W  B R A S S

G E N E R A L

Location Outdoor

Application Ground

Material Raw brass

Finish Brass, patina over time

Protection IP67

D I M E N S I O N S

Length 37 mm

Width 35 mm

Depth 37 mm

Diameter Ø 35 mm

Weight 170 g

I N S T A L L A T I O N

Tube box 29 not included

L I G H T  S O U R C E

Light source LED CRI 90 HP, 1 W or 1.5 W

Lens 25° / 40°

L U M I N O U S  F L U X

POWER 2700 K 3000 K 4000 K

1 W 150 lm 155 lm 170 lm

1.5 W 210 lm 215 lm 230 lm

E L E C T R I C A L

Voltage 230 V

Driver CC 350 mA / 500 mA not included

Alternative 24 V AC/DC supply with
DC/CC step-down
converter not included

Novatrade srl  ·  Chaussée de Louvain 239, 1410 Waterloo  ·  +32 2 469 46 58  ·  info@novatrade.be  ·  www.novatradelighting.com

29 x 140 mm



Photometry
Light distribution and wall grazing, 2700 K, 25° lens.

L I G H T  D I S T R I B U T I O N

W A L L  G R A Z I N G

D I S T A N C E  F R O M  W A L L M A X .  O N  W A L L A T  H E I G H T A T  1  M A T  2  M 1 0  L X  U P  T O

15 cm 230 lx 0.45 m 58 lx 9 lx 1.9 m

30 cm 58 lx 0.75 m 54 lx 15 lx 2.3 m

50 cm 21 lx 1.25 m 17 lx 15 lx 2.5 m

P H O T O M E T R I C  D A T A

Luminaire flux 156 lm
Power 1.62 W, 500 mA
Efficacy 96 lm/W
CCT / CRI 2700 K / CRI 90
Beam angle 30° (field angle 52°)
Max. intensity 487 cd

N O T E S

Wall illuminance computed point by point from the
photometric data, luminaire flush in the ground
aiming straight up, at nominal flux, with no
maintenance factor and no reflections.


